
ATHERM,  Zo n e  i n du s t r i e l l e ,  1  r u e  Ch a r l es  Mo re l  3 8 420  DOMENE 
Té l  :  3 3  (0 )4  7 6  7 7  2 3  24  /  Fax  :  3 3  (0 )4  7 6  7 7  09  0 3  

Internet : www.atherm.com / E-mail : commercial@atherm.com 

                    
 
 
 
Application 
This kind of heat pipe cooler, electrically isolated, is used to cool IGBT type components which 
dissipate a lot of power. 
 
Main characteristics 
It offers the possibility to put components on both sides of the evaporator bloc.  
Dimensions of condenser and block can be modified according to constraints linked with the kind of 
ventilation (flow and pressure drop) and to space. 
 
Specifications : 
 

�  Power : 3 600 W 
�  Rth : < 20° C/kW with air T° at 20° C 
�  Air speed : 6m/s  
�  Heat pipe : water of ethanol 
�  Block : aluminium 
�  Fins : aluminium 
�  Electrical isolation : > 7 kV 50 Hz 
�  Working temperature : -28° C to +45° C  

 
 
Technical characteristics : 

  
           

   

INSULATED HEAT PIPE 
SUBSYSTEM ONIX 3000 

A = 430 mm 
B = 490 mm 
C = 190mm 
D = 400mm 
E = 160 mm 
F =   28 mm 
G = 400 mm 
H = 150 mm 
I  = 280 mm 


